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1.
SCOPE, UTILIZATION, INTEGRATION WITHIN SYSTEM
1.1 Scope
The unit is designed to actuate the passenger cars saloon access door.
1.2 Utilization
The unit equips passenger cars.
2.
TECHNICAL DATA
2.1 Overall dimensions: 
	VARIANTA
	A (mm)
	B (mm)
	C (mm)

	1031 M1
	Max.1800
	Max. 325
	Max. 100

	1031 M2
	Max. 2000
	Max. 240
	Max. 100

	1031 M3
	Max. 2000
	Max. 240
	Max. 150

	1031 M4
	Max. 2000
	Max. 240
	Max. 150

	1031 M5
	Max.1800
	Max. 325
	Max. 100


2.2 Attachment: 6, ( 9 mm holes.
3. 
MOUNTING AND OPERATION CONDITIONS
The drive assembly is mounted on cars by means of 6 M 8 screws (belonging to the end-user).
The access door is attached to the mechanism by means of drivers on the mechanism bogies.
Mechanism connection to the car pneumatic installation is made by means of a ( 8 mm polyamide pipe starting from the car pneumatic installation and going into the mechanism  supply pipe.
Safety aperture: In case of cylinder interlock (impossibility to actuate the door), the security valve is to be pressed in order to eliminate the compressed air in the cylinder and drive the door manually.
4.
OFFICIAL APPROVAL
The unit is officially approved.
     5.
STORING CONDITIONS
Storing conditions :
Unit in package is to be stored in closed ventilated rooms, at temperatures ranging between  -20(C and +50(C, and a relative humidity of 80 % maximum.
Storing limit period: 6 months.
Storing in rooms housing chemicals (acids, bases) or other substances releasing corrosive vapours is forbidden.
6. 
OTHER SPECIFICATIONS
Rated pressure: Pn = 8 bars;
Minimum pressure: Pm= 5 bars;
Maximum pressure: PM = 12 bars;
Mechanism travel:L = 650 ( 5 mm(for M1, M3, M4, M5) end L =700 ( 10mm for M2.
Air input: 140 dm3/min. max.;
Driven doors weight:29 Kg max. (for each door, in part 58Kg in all).
Self opening force: 16 daN max.;
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